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1
SERVER MAINTENANCE MODELING IN
CLOUD COMPUTING

CROSS-REFERENCE TO RELATED
APPLICATIONS

None.

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH OR DEVELOPMENT

Not applicable.

REFERENCE TO A MICROFICHE APPENDIX

Not applicable.

BACKGROUND

Cloud computing is the delivery of computing as a service
where shared resources, software, and information are pro-
vided to computers and other devices over a network. Cloud
computing provides computation, software, data access, and
data storage services that do not require end-user knowledge
of the physical location of the system that delivers the ser-
vices. Many cloud computing infrastructures consist of ser-
vices delivered through shared data centers and appearing as
a single point of access for users’ computing needs. Data
centers may consist of a plurality of servers and typically
utilize dynamically scalable and often virtualized servers.

SUMMARY

In an embodiment, a method of modeling and analyzing
load across servers in a cloud computing environment is
disclosed. The method comprises analyzing a processor uti-
lization, a memory utilization, and an input/output utilization
of each of a plurality of servers, where each server is com-
prised of at least one logical partition. A chart displaying a
usage pattern is presented for each server of the plurality of
servers. A list of logical partitions is presented for each server
of the plurality of servers. A selection of at least one logical
partition on a first server of the plurality of servers and a
selection of a second server of the plurality of servers is
received. The utilization impacts of moving the logical parti-
tion to the selected second server are modeled and an updated
chart displaying the usage pattern for each server based on the
modeled migration of the logical partition is presented.

In an embodiment, a method of disaster recovery planning
for virtual servers in a cloud computing environment is dis-
closed. The method comprises analyzing a processor utiliza-
tion, a memory utilization, and an input/output utilization of
each of a plurality of servers, where each server is comprised
of at least one logical partition. The utilization impacts of
moving the logical partition from a first server in the plurality
of servers to each of the other servers in the plurality of
servers is modeled based on the analyzing. The optimal loca-
tion for the logical partition is determined based on the utili-
zation impacts across the plurality of servers to move the
logical partition in the event of an outage of the first server.
The modeled optimal location is stored in a disaster recovery
plan.

In an embodiment, a method of modeling and analyzing
load across servers in a cloud computing environment is
disclosed. The method comprises analyzing a processor uti-
lization, a memory utilization, and an input/output utilization
of each or a plurality of servers, where each server is com-
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prised of at least one logical partition. A chart displaying a
usage pattern is presented for each server of the plurality of
servers. An input of a logical partition to be added to the cloud
computing environment and a selection of a server is
received. The utilization impacts of adding the logical parti-
tion to the selected server are modeled and an updated chart
displaying the usage pattern for each server based on the
modeled addition of the logical partition is presented.

These and other features will be more clearly understood
from the following detailed description taken in conjunction
with the accompanying drawings and claims.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present disclo-
sure, reference is now made to the following brief description,
taken in connection with the accompanying drawings and
detailed description, wherein like reference numerals repre-
sent like parts.

FIG. 1 is a flow chart of a method of managing data com-
munication network inventory according to an embodiment
of the disclosure.

FIG. 2 is a flow chart of a method managing data commu-
nication network inventory according to an embodiment of
the disclosure.

FIG. 3 is a flow chart of a method managing data commu-
nication network inventory according to an embodiment of
the disclosure.

FIG. 4 illustrates an exemplary computer system suitable
for implementing the several embodiments of the disclosure.

DETAILED DESCRIPTION

It should be understood at the outset that although illustra-
tive implementations of one or more embodiments are illus-
trated below, the disclosed systems and methods may be
implemented using any number of techniques, whether cur-
rently known or not yet in existence. The disclosure should in
no way be limited to the illustrative implementations, draw-
ings, and techniques illustrated below, but may be modified
within the scope of the appended claims along with their full
scope of equivalents.

A cloud computing environment may be comprised of a
plurality of servers grouped together as a server farm. A
server farm is a grouping of servers used to accomplish server
needs beyond the capability of one server. Each server may be
comprised of one or more logical partitions (LPARs), which
divide the hardware resources of the server to provide sepa-
rate virtual computers. A logical partition is a subset of a
computer’s hardware resources, virtualized as a separate
computer. A physical machine or server may be partitioned
into multiple logical partitions, each hosting a separate oper-
ating system and performing separate functions. Logical par-
titions safely allow multiple applications to run on the same
server and offer advantages such as lower costs, faster deploy-
ment, and convenience through sharing the hardware
resources.

An application or service, such as a server for a web site
used in a cloud computing environment, may be spread across
one or more logical partitions to balance the load and provide
redundancy in case of hardware failures. Management of
these logical partitions and server performance can become
an ongoing issue and require continued maintenance. The
present disclosure teaches a solution with the ability to model
the utilization patterns associated with the migration and
addition of logical partitions across the servers in a server
farm. The solution further simplifies this maintenance and
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provides a view into how to optimize the distribution of
logical partitions in the server farm.

Modeling the utilization patterns of servers and logical
partitions in a cloud computing environment includes a com-
puter analyzing the processor utilization, the memory utiliza-
tion, and the input/output utilization, allowing an administra-
tor to generate a view of what would happen to utilization
patterns if a logical partition is moved to another server or a
new logical partition is added. For example, if spikes in the
processor utilization for a server are being seen between 9:00
am and 11:00 am on weekdays, the administrator can inves-
tigate the utilization of the logical partitions on the server and
model a “what if”” analysis on the effects of moving a logical
partition to another server. If the analysis shows that the
spikes are better accommodated on the new server, the admin-
istrator may then execute the move of the logical partition
knowing the expected effects on both the new server and the
former server.

In addition to analyzing the processor utilization after
moving the logical partition, the administrator would also
have the ability to cross check the memory utilization and
input/output utilization on the server to which the logical
partition is being migrated and verify that no utilization issues
are created by the move. For example, upon modeling the
effects of moving the logical partition and seeing the modeled
processor utilization reduces the previous spikes, the admin-
istrator may model the memory utilization on the server and
discover moving the logical partition, while improving the
processor utilization, may exceed the available memory for
the server.

Modeling the utilization patterns of servers and logical
partitions may also be used to periodically load balance uti-
lization across the servers in a server farm. Over the course of
time, usage patterns of applications and services provided by
a logical partition may change, resulting in changes to loads
on the servers where the logical partitions reside. To proac-
tively respond to these changing conditions, a periodic bal-
ancing across the servers may be scheduled using the ability
to model the utilization patterns to facilitate balancing the
loads. In an embodiment, a load balancing algorithm may
also be built into the analysis to recommend a list of steps to
take to balance the load across the server farm. In an embodi-
ment, the balancing could further be scheduled to execute
automatically following the completion of the load balancing
algorithm. Alternatively, the load balancing algorithm could
be run automatically, but the movement of the partitions to
facilitate the balancing of the load would not take place with-
out confirmation or override from an administrator following
a review of the analysis.

Disaster recovery is another area which may benefit from
modeling the utilization patterns. The utilization patterns of
moving a logical partition in the event of an outage to another
server in the server farm could be modeled. This data may be
used to identify the preferred location to migrate the logical
partition, which can then be stored in a disaster recovery plan
and referenced during an outage. Repeating this process for
each logical partition on the server and each server in the
server farm would produce a plan detailing recovery steps for
any server in the server farm in the event an outage occurs. In
an embodiment, an outage of a first server in the server farm
results in the execution of the disaster recovery plan of the
first server by moving each of the existing logical partitions
from the first server to another server in the server farm best
able to accommodate the load. The disaster recovery plan
may also be automated to execute the move of the logical
partitions from the first server upon detecting the outage of
the first server.
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Turning now to FIG. 1, a method 100 of modeling and
analyzing load across servers in a cloud computing environ-
ment is described. At block 102, a processor utilization, a
memory utilization, and an input/output utilization for each of
a plurality of servers is analyzed by a computer, where each
server is comprised of at least one logical partition. The
processor utilization, memory utilization, and input/output
utilization may be analyzed at the logical partition level as
well as the server level. At block 104, a chart is presented on
the computer displaying a usage pattern for each server of the
plurality of servers. The chart shows the usage pattern over
time for each server, with the ability to select the processor
utilization, memory utilization, or input/output utilization to
display and the time frame over which to display the usage,
such as daily, weekly, or monthly. The chart may display the
processor utilization, memory utilization, or input/output uti-
lization for each server of the plurality of servers. At block
106, a list of logical partitions is presented for each server in
the plurality of servers. The logical partitions are presented in
a list, by server, with the ability to select logical partitions
from the list for modeling. At block 108, a selection of at least
one logical partition on a first server of the plurality of servers
and a selection of a second server of the plurality of servers is
received from a user. The selection of the logical partition and
the selection of the second server are used to model the
migration of the logical partition to the second server. At
block 110, the utilization impacts of moving the logical par-
tition to the selected second server are modeled and an
updated chart is presented displaying the usage pattern for
each server based on the modeled migration of the logical
partition. The updated chart provides a graphical view to
easily see the utilization impacts that would be expected if the
logical partition is moved. The impact to each of the servers in
the plurality of servers can be seen in the updated chart.

In an embodiment, modeling the utilization impacts of
moving the logical partition comprises a computer solving an
algorithm for the balancing of processor utilization, memory
utilization, and input/output utilization on the first and second
servers. The algorithm may calculate the current utilization
for the logical partition, the reduced utilization for the first
server, and the increased utilization for the second server for
displaying the updated usage patterns in the chart. In an
embodiment, the method 100 further comprises receiving a
selection of a second logical partition on the first server and a
selection of a third server of the plurality of servers and
modeling the utilization impacts of moving the second logical
partition to the selected third server and presenting an updated
chart displaying the usage pattern for each server based on the
modeled migration of the second logical partition. To balance
the load across the servers it may be needed to move more
than one logical partition off of the first server, and the second
server may not be able to support the second logical partition
or it may not result in a balanced load. The second logical
partition can be modeled on the third server and an updated
chart presented to display the usage pattern for each server
with the modeled changes.

In an embodiment, analyzing the processor utilization
comprises comparing the currently entitled logical partition
processor usage, free entitlement capacity, average additional
processor usage, and planned logical partition processor
usage against the processor capacity of the server. The cur-
rently entitled logical partition processor usage is the guar-
anteed processor cycles the logical partition will get at any
point in time. The total entitled processor usage for all logical
partitions on a server cannot exceed the number of physical
processors in that server. More plainly, the server’s proces-
sors cannot be oversubscribed by the total of the entitlements.
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This means every logical partition on the server will always
be able to use its entitled capacity at any point in time. Addi-
tionally, the logical partition may be able to borrow unused
processor cycles from server processor capacity that has not
been assigned to a logical partition and from other logical
partitions that are not currently using their full entitled capac-
ity. However, the logical partition may be forced back downto
its entitled capacity if another logical partition requires the
borrowed capacity.

The free entitlement capacity is the processor capacity on
the server that has not been assigned to a logical partition. The
average additional processor usage is the processor usage that
exceeds the entitled capacity for the logical partitions on the
server. As described above, the average additional processor
usage is the average borrowed processor usage from available
processor cycles that is above the entitled capacity for the
logical partition. This may provide an indication that a logical
partition is in need of more entitled capacity. The planned
logical partition processor usage is the entitlement capacity of
logical partitions that are planned but are not yet implemented
on the server. For example, when an administrator selects a
server to have the processor utilization analyzed, a computer
program will determine the guaranteed processor cycles for
each logical partition on the server, the average additional
processor usage for each logical partition on the server, the
guaranteed processor cycles assigned to logical partitions that
have been planned but not yet implemented on the server, and
the remaining free processor capacity that has not been
assigned to a logical partition. This data will then be used by
the program to present a chart to provide the administrator
with a graphical view ofthe processor utilization of the server.

In an embodiment, analyzing the memory utilization com-
prises comparing the currently used memory, free memory,
firmware memory usage, and planned logical partition
memory usage against the memory capacity of the server. The
currently used memory is the memory used by logical parti-
tions running on the server. The firmware memory usage is
the memory dedicated to the virtualization overhead of the
logical partitions running on the server. Virtualization over-
head is the memory and processor resources needed to run the
hypervisor firmware for the logical partitions. The hypervisor
handles time slicing and dispatching for the logical partition
workloads between processors. The free memory is the
memory not currently in use on the server. The planned logi-
cal partition memory usage is the memory allocated for logi-
cal partitions which are planned but not yet built on the server.

In an embodiment, each server in the plurality of servers
comprises at least one virtual input/output logical partition
which may handle input/output for all logical partitions on the
server. A virtual input/output logical partition allows the
input/output resources on the server to be shared among logi-
cal partitions on the server. A logical partition with dedicated
input/output resources would be limited to the capacity of the
input/output hardware assigned to the logical partition. Ana-
lyzing the input/output utilization comprises comparing the
input/output utilization on the virtual input/output logical
partition against the input/output capacity of the server. Uti-
lizing a virtual input/output logical partition allows logical
partitions to be moved between servers. Because dedicated
physical input/output resources are not used, logical parti-
tions may be migrated between servers and assigned to use
the virtual input/output logical partition on the new server.

In an embodiment, logical partitions which do not utilize
the virtual input/output logical partition for input/output are
not able to be moved between servers. Logical partitions
which utilize dedicated physical resources are not able to be
migrated because the physical resources are part of the server
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and therefore prevent the move. In an embodiment, the
method 100 further comprises periodically modeling the uti-
lization impacts of moving logical partitions between servers
in the plurality of servers to balance the load across the
plurality of servers. Due to changes in load between applica-
tions running on logical partitions and across servers, the
need to rebalance the load over time becomes an important
consideration which the modeling provided by the method
100 addresses in an efficient manner that can be repeated on
a regular basis.

Turning now to FIG. 2, a method 200 of disaster recovery
planning for virtual servers in a cloud computing environ-
ment is disclosed. At block 202, a processor utilization, a
memory utilization, and an input/output utilization for each of
a plurality of servers is analyzed by a computer, where each
server is comprised of at least one logical partition. The
utilization data for each server in the plurality of servers is
analyzed to understand the usage patterns compared to the
server capacity. At block 204, the utilization impacts of mov-
ing the logical partition from a first server in the plurality of
servers to each of the other servers are modeled by the com-
puter based on the analyzing. The analyzed utilization data is
used to model the impact of moving the logical partition from
the first server to each of the other servers and provide a view
of'the utilization after the logical partition is moved. At block
206, the optimal location to move the logical partition in the
event of an outage of the first server is determined based on
the utilization impacts across the plurality of servers. Once
the utilization impacts across the plurality of servers have
been modeled, this information can be used to determine the
best location to migrate the logical partition to in the event of
an outage. The best location to migrate the logical partition
may be based on ensuring that the migrated logical partition
does not exceed the available capacities on the new server, or
that the server has the most available capacity prior to the
migration. At block 208, the modeled optimal location is
stored in a disaster recovery plan. Storing the optimal location
in a disaster recovery plan allows for quickly restoring the
logical partition to a location that is modeled to be capable of
handling the increased load. Because the analysis is com-
pleted in advance of the outage and the optimal location
stored in the disaster recovery plan, the recovery can begin
promptly following the disaster.

In an embodiment, the plurality of servers comprise a
server farm. A server farm is a collection of computer servers
used to accomplish server needs beyond the capability of one
machine. Server farms often have backup servers or extra
capacity that may take over the function of the primary serv-
ers in the event of a failure. The servers in the server farm may
be architected in such a way to facilitate the migration of
logical partitions between servers as necessary for load bal-
ancing or failures. In an embodiment, the method 200 further
comprises periodically updating the modeled optimal loca-
tion in the disaster recovery plan based on changes in utiliza-
tion across the plurality of servers. Over time, utilization
patterns on individual servers in the plurality of servers may
change as new logical partitions are created and load on
existing partitions fluctuates. To account for variances of
utilization and to allow a quick response during a server
outage, the disaster recovery plan is periodically updated to
reflect existing conditions and changes. Based on the impor-
tance of the applications running on the plurality of servers,
the disaster recovery plan may be updated monthly, quarterly,
or some other pre-defined interval.

In an embodiment, the method 200 further comprises, for
each server in the server farm, modeling the utilization
impacts of moving the logical partition from the current
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server in the plurality of servers to each of the other servers
based on the analyzing, determining the optimal location for
the logical partition based on the utilization impacts across
the plurality of servers to move the logical partition in the
event of an outage of the current server, and storing the
modeled optimal location for the logical partition on the
current server in the disaster recovery plan. To prepare for
outage scenarios across the server farm, the disaster recovery
plan may be designed to evaluate each logical partition on
each server to determine the optimal migration location. The
disaster recovery plan should include solutions in the event of
an outage of any of the servers in the server farm.

Turning now to FIG. 3, a method 300 of modeling and
analyzing load across servers in a cloud computing environ-
ment is described. At block 302, a processor utilization, a
memory utilization, and an input/output utilization for each of
a plurality of servers is analyzed by a computer, where each
server is comprised of at least one logical partition. The
utilization data for each server in the plurality of servers is
analyzed to understand the usage patterns compared to the
server capacity. At block 304, a chart is presented on the
computer displaying the usage pattern for each server of the
plurality of servers. The chart shows the usage pattern over
time for each server, with the ability to select the time frame
and the utilization type to display. The chart may display the
processor utilization, memory utilization, or input/output uti-
lization for each server of the plurality of servers. At block
306, an input of a logical partition to be added to the cloud
computing environment and a selection of a server is
received. The added logical partition and the selection of the
server are used to model the addition of the logical partition.
At block 308, the utilization impacts of adding the logical
partition to the selected server are modeled, and an updated
chart is presented displaying the usage pattern for each server
based on the modeled addition of the logical partition. The
updated chart provides a graphical view to easily see the
utilization impacts that would be expected if the logical par-
tition is added to the selected server. The impact to each of the
servers in the plurality of servers can be seen in the updated
chart.

In an embodiment, the method 300 further comprises mod-
eling the utilization impacts of adding the logical partition
individually to each server in the plurality of servers, one at a
time. Modeling the impacts of adding the logical partition to
each server in the plurality of servers would allow the user to
compare the effects of the addition on each server and ensure
they have the information needed to decide where to add the
new logical partition. In an embodiment, the plurality of
servers comprise a server farm. Server farms often have
backup servers or extra capacity that may take over the func-
tion of the primary servers in the event of a failure. Modeling
the utilization impacts of adding the logical partition to each
server in a server farm may allow the user to determine which
server in the server farm can best handle the additional load of
the new logical partition.

In an embodiment, analyzing the processor utilization
comprises comparing the currently entitled logical partition
processor usage, free entitlement capacity, average additional
processor usage, and planned logical partition processor
usage against the processor capacity of the server. Modeling
the processor utilization may allow an understanding of the
impacts of adding the logical partition to help determine the
server with the processor capacity to handle the load of the
additional logical partition. In an embodiment, analyzing the
memory utilization comprises comparing the currently used
memory, free memory, firmware memory usage, and planned
logical partition memory usage against the memory capacity
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of'the server. Modeling the memory utilization may allow an
understanding of the impacts of adding the logical partition to
help determine the server with the memory capacity to handle
the load of the additional logical partition.

In an embodiment, each server in the plurality of servers
comprises at least one virtual input/output partition which
handles input/output for all logical partitions on the server,
and analyzing the input/output utilization comprises compar-
ing the input/output utilization on the virtual input/output
logical partition against the input/output capacity of the
server. The input/output for each logical partition is routed
through the virtual input/output partition therefore the total
input/output utilization can be measured by the utilization of
the virtual input/output partition. This input/output utilization
can be compared against the input/output capacity of the
server when modeling and analyzing the load across the serv-
ers.

In an embodiment, the method 300 further comprises pre-
senting a graph containing a plurality of servers comprising a
server farm and a summary of utilization for each server in the
graph. The graph provides a visual means to see and compare
the utilization for all servers in a server farm in one location,
where the utilization for each server is the summation of the
utilization for all logical partitions on the server. In an
embodiment, the method 300 further comprises presenting a
graph containing a plurality of server farms and a summary of
utilization for each server farm in the graph. The graph pro-
vides a visual means to see and compare utilization for mul-
tiple server farms, where the utilization for each server farm is
the summation of the utilization for all servers in the server
farm. The graphs may be used to quickly analyze the load of
the server farms and determine which server farms to inves-
tigate further when loads are approaching thresholds that may
affect performance.

FIG. 4illustrates a computer system 380 suitable for imple-
menting one or more embodiments disclosed herein. The
computer system 380 may execute one or more applications
that perform one or more of the methods 100, 200, 300
described above. The computer system 380 includes a pro-
cessor 382 (which may be referred to as a central processor
unit or CPU) that is in communication with memory devices
including secondary storage 384, read only memory (ROM)
386, random access memory (RAM) 388, input/output (1/O)
devices 390, and network connectivity devices 392. The pro-
cessor 382 may be implemented as one or more CPU chips.

It is understood that by programming and/or loading
executable instructions onto the computer system 380, at least
one of the CPU 382, the RAM 388, and the ROM 386 are
changed, transforming the computer system 380 in part into a
particular machine or apparatus having the novel functional-
ity taught by the present disclosure. It is fundamental to the
electrical engineering and software engineering arts that
functionality that can be implemented by loading executable
software into a computer can be converted to a hardware
implementation by well known design rules. Decisions
between implementing a concept in software versus hardware
typically hinge on considerations of stability of the design
and numbers of units to be produced rather than any issues
involved in translating from the software domain to the hard-
ware domain. Generally, a design that is still subject to fre-
quent change may be preferred to be implemented in soft-
ware, because re-spinning a hardware implementation is
more expensive than re-spinning a software design. Gener-
ally, a design that is stable that will be produced in large
volume may be preferred to be implemented in hardware, for
example in an application specific integrated circuit (ASIC),
because for large production runs the hardware implementa-



US 9,154,366 B1

9

tion may be less expensive than the software implementation.
Often a design may be developed and tested in a software
form and later transformed, by well known design rules, to an
equivalent hardware implementation in an application spe-
cific integrated circuit that hardwires the instructions of the
software. In the same manner as a machine controlled by a
new ASIC is a particular machine or apparatus, likewise a
computer that has been programmed and/or loaded with
executable instructions may be viewed as a particular
machine or apparatus.

The secondary storage 384 is typically comprised of one or
more disk drives or tape drives and is used for non-volatile
storage of data and as an over-flow data storage device if
RAM 388 is not large enough to hold all working data. Sec-
ondary storage 384 may be used to store programs which are
loaded into RAM 388 when such programs are selected for
execution. The ROM 386 is used to store instructions and
perhaps data which are read during program execution. ROM
386 is a non-volatile memory device which typically has a
small memory capacity relative to the larger memory capacity
of secondary storage 384. The RAM 388 is used to store
volatile data and perhaps to store instructions. Access to both
ROM 386 and RAM 388 is typically faster than to secondary
storage 384. The secondary storage 384, the RAM 388, and/
or the ROM 386 may be referred to in some contexts as
computer readable storage media and/or non-transitory com-
puter readable media.

1/O devices 390 may include printers, video monitors, lig-
uid crystal displays (LCDs), touch screen displays, key-
boards, keypads, switches, dials, mice, track balls, voice rec-
ognizers, card readers, paper tape readers, or other well-
known input devices.

The network connectivity devices 392 may take the form of
modems, modem banks, Ethernet cards, universal serial bus
(USB) interface cards, serial interfaces, token ring cards, fiber
distributed data interface (FDDI) cards, wireless local area
network (WLAN) cards, radio transceiver cards such as code
division multiple access (CDMA), global system for mobile
communications (GSM), long-term evolution (LTE), world-
wide interoperability for microwave access (WiMAX), and/
or other air interface protocol radio transceiver cards, and
other well-known network devices. These network connec-
tivity devices 392 may enable the processor 382 to commu-
nicate with the Internet or one or more intranets. With such a
network connection, it is contemplated that the processor 382
might receive information from the network, or might output
information to the network in the course of performing the
above-described method steps. Such information, which is
often represented as a sequence of instructions to be executed
using processor 382, may be received from and outputted to
the network, for example, in the form of a computer data
signal embodied in a carrier wave.

Such information, which may include data or instructions
to be executed using processor 382 for example, may be
received from and outputted to the network, for example, in
the form of a computer data baseband signal or signal embod-
ied in a carrier wave. The baseband signal or signal embedded
in the carrier wave, or other types of signals currently used or
hereafter developed, may be generated according to several
methods well known to one skilled in the art. The baseband
signal and/or signal embedded in the carrier wave may be
referred to in some contexts as a transitory signal.

The processor 382 executes instructions, codes, computer
programs, scripts which it accesses from hard disk, floppy
disk, optical disk (these various disk based systems may all be
considered secondary storage 384), ROM 386, RAM 388, or
the network connectivity devices 392. While only one pro-
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cessor 382 is shown, multiple processors may be present.
Thus, while instructions may be discussed as executed by a
processor, the instructions may be executed simultaneously,
serially, or otherwise executed by one or multiple processors.
Instructions, codes, computer programs, scripts, and/or data
that may be accessed from the secondary storage 384, for
example, hard drives, floppy disks, optical disks, and/or other
device, the ROM 386, and/or the RAM 388 may be referred to
in some contexts as non-transitory instructions and/or non-
transitory information.

In an embodiment, the computer system 380 may comprise
two or more computers in communication with each other
that collaborate to perform a task. For example, but not by
way of limitation, an application may be partitioned in such a
way as to permit concurrent and/or parallel processing of the
instructions of the application. Alternatively, the data pro-
cessed by the application may be partitioned in such a way as
to permit concurrent and/or parallel processing of different
portions of a data set by the two or more computers. In an
embodiment, virtualization software may be employed by the
computer system 380 to provide the functionality of a number
of'servers that is not directly bound to the number of comput-
ers in the computer system 380. For example, virtualization
software may provide twenty virtual servers on four physical
computers. In an embodiment, the functionality disclosed
above may be provided by executing the application and/or
applications in a cloud computing environment. Cloud com-
puting may comprise providing computing services via a
network connection using dynamically scalable computing
resources. Cloud computing may be supported, at least in
part, by virtualization software. A cloud computing environ-
ment may be established by an enterprise and/or may be hired
on an as-needed basis from a third party provider. Some cloud
computing environments may comprise cloud computing
resources owned and operated by the enterprise as well as
cloud computing resources hired and/or leased from a third
party provider.

In an embodiment, some or all of the functionality dis-
closed above may be provided as a computer program prod-
uct. The computer program product may comprise one or
more computer readable storage medium having computer
usable program code embodied therein to implement the
functionality disclosed above. The computer program prod-
uct may comprise data structures, executable instructions,
and other computer usable program code. The computer pro-
gram product may be embodied in removable computer stor-
age media and/or non-removable computer storage media.
The removable computer readable storage medium may com-
prise, without limitation, a paper tape, a magnetic tape, mag-
netic disk, an optical disk, a solid state memory chip, for
example analog magnetic tape, compact disk read only
memory (CD-ROM) disks, floppy disks, jump drives, digital
cards, multimedia cards, and others. The computer program
product may be suitable for loading, by the computer system
380, at least portions of the contents of the computer program
product to the secondary storage 384, to the ROM 386, to the
RAM 388, and/or to other non-volatile memory and volatile
memory of the computer system 380. The processor 382 may
process the executable instructions and/or data structures in
part by directly accessing the computer program product, for
example by reading from a CD-ROM disk inserted into a disk
drive peripheral of the computer system 380. Alternatively,
the processor 382 may process the executable instructions
and/or data structures by remotely accessing the computer
program product, for example by downloading the executable
instructions and/or data structures from a remote server
through the network connectivity devices 392. The computer
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program product may comprise instructions that promote the
loading and/or copying of data, data structures, files, and/or
executable instructions to the secondary storage 384, to the
ROM 386, to the RAM 388, and/or to other non-volatile
memory and volatile memory of the computer system 380.

In some contexts, the secondary storage 384, the ROM 386,
and the RAM 388 may be referred to as a non-transitory
computer readable medium or a computer readable storage
media. A dynamic RAM embodiment of the RAM 388, like-
wise, may be referred to as a non-transitory computer read-
able medium in that while the dynamic RAM receives elec-
trical power and is operated in accordance with its design, for
example during a period of time during which the computer
380 is turned on and operational, the dynamic RAM stores
information that is written to it. Similarly, the processor 382
may comprise an internal RAM, an internal ROM, a cache
memory, and/or other internal non-transitory storage blocks,
sections, or components that may be referred to in some
contexts as non-transitory computer readable media or com-
puter readable storage media.

While several embodiments have been provided in the
present disclosure, it should be understood that the disclosed
systems and methods may be embodied in many other spe-
cific forms without departing from the spirit or scope of the
present disclosure. The present examples are to be considered
as illustrative and not restrictive, and the intention is not to be
limited to the details given herein. For example, the various
elements or components may be combined or integrated in
another system or certain features may be omitted or not
implemented.

Also, techniques, systems, subsystems, and methods
described and illustrated in the various embodiments as dis-
crete or separate may be combined or integrated with other
systems, modules, techniques, or methods without departing
from the scope of the present disclosure. Other items shown
or discussed as directly coupled or communicating with each
other may be indirectly coupled or communicating through
some interface, device, or intermediate component, whether
electrically, mechanically, or otherwise. Other examples of
changes, substitutions, and alterations are ascertainable by
one skilled in the art and could be made without departing
from the spirit and scope disclosed herein.

What is claimed is:

1. A method of modeling and analyzing load across servers
in a cloud computing environment, comprising:

analyzing, by a computer system, a processor utilization, a

memory utilization, and an input/output utilization of
each of a plurality of servers, wherein each server is
comprised of at least one logical partition, and wherein
the at least one logical partition is a subset of the corre-
sponding server’s hardware resources including a physi-
cal processor and a physical memory, virtualized as a
separate server, and wherein analyzing the processor
utilization comprises comparing the currently entitled
logical partition processor usage, free entitlement
capacity, average additional processor usage, and
planned logical partition processor usage against the
processor capacity of the server;

presenting a chart displaying a usage pattern for each

server of the plurality of servers;

presenting a list of logical partitions for each server of the

plurality of servers;

receiving a user selection of at least one logical partition on

a first server of the plurality of servers and a user selec-

tion of a second server of the plurality of servers;
modeling, by the computer system, the utilization impacts

of moving the at least one logical partition on the first
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server to the user selected second server and presenting
an updated chart to a user, wherein the updated chart
displays the usage pattern for each server based on the
modeled migration of the at least one logical partition to
the user selected second server and displays user select-
able display options including any of the processor uti-
lization, the memory utilization, or the input/output uti-
lization; and

based at least on presenting the updated chart, receiving a

user selection of at least one server of the plurality of
servers to which to move the at least one logical parti-
tion.

2. The method of claim 1, wherein modeling the utilization
impacts of moving the logical partition comprises solving an
algorithm for the balancing of processor utilization, memory
utilization, and input/output utilization on the first and second
servers.

3. The method of claim 1, further comprising:

receiving a selection of a second logical partition on the

first server and a selection of a third server of the plural-
ity of servers; and

modeling the utilization impacts of moving the second

logical partition to the selected third server and present-
ing an updated chart displaying the usage pattern for
each server based on the modeled migration of the sec-
ond logical partition.

4. The method of claim 1, wherein analyzing the memory
utilization comprises comparing the currently used memory,
free memory, firmware memory usage, and planned logical
partition memory usage against the memory capacity of the
server.

5. The method of claim 1, wherein each server in the
plurality of servers comprises at least one virtual input/output
logical partition which may handle input/output for all logical
partitions on the server, and wherein analyzing the input/
output utilization comprises comparing the input/output uti-
lization on the at least one virtual input/output logical parti-
tion against the input/output capacity of the server.

6. The method of claim 5, wherein logical partitions which
do not utilize the at least one virtual input/output logical
partition for input/output are not able to be moved between
servers.

7. The method of claim 1, further comprising periodically
modeling utilization impacts of moving logical partitions
between servers in the plurality of servers to balance the load
across the plurality of servers.

8. A method of disaster recovery planning for virtual serv-
ers in a cloud computing environment, comprising:

analyzing, by a computer system, a processor utilization, a

memory utilization, and an input/output utilization of
each of a plurality of servers, wherein each server is
comprised of at least one logical partition, and wherein
the at least one logical partition is a subset of the corre-
sponding server’s hardware resources including a physi-
cal processor and a physical memory, virtualized as a
separate server, and wherein analyzing the processor
utilization comprises comparing the currently entitled
logical partition processor usage, free entitlement
capacity, average additional processor usage, and
planned logical partition processor usage against the
processor capacity of the server;

modeling, by the computer system, the utilization impacts

of moving the at least one logical partition from a first
server in the plurality of servers to each of the other
servers in the plurality of servers based on the analyzing;
determining the optimal location for the at least one logical
partition based on the utilization impacts across the plu-
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rality of servers to move the at least one logical partition
in the event of an outage of the first server; and

storing the modeled optimal location in a disaster recovery

plan.

9. The method of claim 8, wherein the plurality of servers
comprise a server farm.

10. The method of claim 9, further comprising:

for each remaining server in the server farm:

modeling the utilization impacts of moving the at least
one logical partition from the current server in the
plurality of servers to each of the other servers based
on the analyzing,

determining the optimal location for the at least one
logical partition based on the utilization impacts
across the plurality of servers to move the at least one
logical partition in the event of an outage of the cur-
rent server, and

storing the modeled optimal location for the at least one
logical partition on the current server in a disaster
recovery plan.

11. The method of claim 8, further comprising periodically
updating the modeled optimal location in the disaster recov-
ery plan based on changes in utilization across the plurality of
servers.

12. A method of modeling and analyzing load across serv-
ers in a cloud computing environment, comprising:

analyzing, by a computer system, a processor utilization, a

memory utilization, and an input/output utilization for
each of a plurality of servers, wherein each server is
comprised of at least one logical partition, and wherein
the at least one logical partition is a subset of the corre-
sponding server’s hardware resources including a physi-
cal processor and a physical memory, virtualized as a
separate server, and wherein analyzing the processor
utilization comprises comparing the currently entitled
logical partition processor usage, free entitlement
capacity, average additional processor usage, and
planned logical partition processor usage against the
processor capacity of the server;

presenting a chart displaying the usage pattern for each

server of the plurality of servers;
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receiving an input of at least one logical partition to be
added to the cloud computing environment and a user
selection of a server of the plurality of servers;

modeling, by the computer system, the utilization impacts
of adding the at least one logical partition to the user
selected server and presenting an updated chart to a user,
wherein the updated chart displays the usage pattern for
each server based on the modeled addition of the at least
one logical partition to the user selected server and dis-
plays user selectable options including any of the pro-
cessor utilization, the memory utilization, or the input/
output utilization; and

based at least on presenting the updated chart, receiving a

user selection of at least one server of the plurality of
servers to which to add the at least one logical partition.

13. The method of claim 12, further comprising modeling
the utilization impacts of adding the at least one logical par-
tition to each server in the plurality of servers.

14. The method of claim 12, wherein analyzing the
memory utilization comprises comparing the currently used
memory, free memory, firmware memory usage, and planned
logical partition memory usage against the memory capacity
of the server.

15. The method of claim 12, wherein each server in the
plurality of servers comprises at least one virtual input/output
logical partition which handles input/output for all logical
partitions on the server, and wherein analyzing the input/
output utilization comprises comparing the input/output uti-
lization on the at least one virtual input/output logical parti-
tion against the input/output capacity of the server.

16. The method of claim 12, wherein the plurality of serv-
ers comprise a server farm.

17. The method of claim 16, further comprising presenting
a graph containing a plurality of servers comprising a server
farm and a summary of utilization for each server in the graph.

18. The method of claim 16, further comprising presenting
a graph containing a plurality of server farms and a summary
of utilization for each server farm in the graph.
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